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Special Tools

1. Spanner Wrench P/N 91-74951

2. Lock-Ring Pliers P/N 91-822778A3, Snap-On P/N SRP2

3. Expanding Rod Snap-On P/N CG41-11

4. Collet Snap-On P/N CG41-12
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5. Adaptor Fitting 91-82278A2 and 91-82278A3

54458

6. Multi-Meter DVA Tester 91-99750A1 or DMT 2000 Digital Tachometer Multi-meter
91-854009A1

a b

a - Multi-Meter DVA Tester 91-99750A1
b - DMT 2000 Digital Tachometer Multi-meter 91-854009A1
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POWER TRIM

REF
TORQUE

REF.
NO. QTY. DESCRIPTION lb. in. lb. ft. N·m

1 1 POWER TRIM ASSEMBLY

– 1 O RING KIT
2 1 SHOCK ROD ASSEMBLY 45 61
3 1 PILOT CHECK ASSEMBLY 120 13.5
4 1 TILT RELIEF VALVE ASSEMBLY 120 13.5
5 1 SUCTION SEAT ASSEMBLY 120 13.5
6 1 PUMP ASSEMBLY

7 1 SPRING/DOWN RELIEF BALL
8 2 SCREW (10-32 x 1-1/4 IN.) 70 8.0
9 1 FILTER
10 1 SEAL RING
11 1 MOTOR ASSEMBLY
12 4 SCREW (1/4-28 x 5/8 IN.) 80 9.0
13 1 GROUND STRAP

14 1 LOCKWASHER
15 1 O RING
16 1 COUPLER
17 1 MEMORY PISTON
18 1 MANUAL RELEASE VALVE ASSY. Drive Tight
19 1 RESERVOIR PLUG Drive Tight
– 1 TRIM HARNESS/RELAY ASSEMBLY

20 1 TRIM HARNESS
21 1 RELAY ASSEMBLY
22 2 BRACKET
23 2 GROMMET
24 2 BUSHING
25 2 DECAL-Trim Relay
26 2 SCREW (M6 x 25)
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POWER TRIM MOUNTING

95 2-4-C Marine Lubricant with Teflon
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POWER TRIM MOUNTING

REF
TORQUE

REF.
NO. QTY. DESCRIPTION lb. in. lb. ft. N·m

1 1 PIN-anchor (14MM)

2 2 BUSHING
3 2 BUSHING
4 2 WASHER
5 2 NUT 18.0 24.5
6 2 SCREW (M10 x 40)
7 2 WASHER

8 2 NUT
9 1 SCREW (10-16 x .35) Drive Tight
10 1 C-WASHER
11 2 CLIP
12 1 PIN
13 1 PIN
14 1 BUSHING
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Theory Of Operation

The Power Trim system consists of an electric motor, pressurized fluid reservoir, pump and
trim cylinder.

The remote control (or trim panel) is equipped with a switch that is used for trimming the
outboard “up” and “down”, and for tilting the outboard for shallow water operation (at slow
speed) or for “trailering”. The outboard can be trimmed “up” or “down” while engine is under
power or when engine is not running.

Adjustments

Trimming Characteristics
NOTE: Because varying hull designs react differently in various degrees of rough water, it
is recommended to experiment with trim positions to determine whether trimming “up” or
“down” will improve the ride in rough water.

When trimming your outboard from a mid-trim position (trim tab in neutral, straight fore-and-
aft, position), you can expect the following results:

TRIMMING OUTBOARD “UP” (“OUT”)

WARNING
Excessive trim “out” may reduce the stability of some high speed hulls. To correct
instability at high speed, reduce the power gradually and trim the motor “In” slightly
before resuming high speed operation. (Rapid reduction in power will cause a
sudden change of steering torque and may cause additional momentary boat
instability.)

• Will lift bow of boat, general increasing top speed.

• Transfers steering torque harder to left on installations below 23 in. transom height.

• Increases clearance over submerged objects.

• In excess, can cause porpoising and/or ventilation.

• In excess, can cause insufficient water supply to water pump resulting in serious wa-
ter pump and/or powerhead overheating damage.
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WARNING
Excessive engine trim angle will result in insufficient water supply to water pump
causing water pump and/or powerhead overheating damage. Make sure that water
level is above gear housing water intake holes whenever engine is running.

Operating “Up” circuit will actuate the “up” relay (located under engine cowl) and close the
electric motor circuit. The electric motor will drive the pump, thus forcing automatic transmis-
sion fluid through internal passageways into the “up” side of the trim cylinder.

The trim cylinder/trim rod will position the engine at the desired trim angle within the 20�
maximum trim range. The power trim system is designed so the engine cannot be trimmed
beyond the 20� maximum trim angle as long as engine RPM is above approximately 2000
RPM.

The engine can be raised beyond the 20� maximum trim angle for shallow water operation,
etc., by keeping the engine RPM below 2000 RPM. If engine RPM increases above 2000
RPM, the thrust created by the propeller (if deep enough in the water) will cause the trim
system to automatically lower the engine back to the 20� maximum trim angle.

TRIMMING OUTBOARD “DOWN” (“IN”)

WARNING
Excessive sp eed at minimum trim “In” may cause undesirable and/or unsafe steer-
ing conditions. Each boat should be tested for handling characteristics after any
adjustment is made to the tilt angle (tilt pin relocation).

• Will help planing off, particularly with a heavy load.

• Usually improves ride in choppy water.

• In excess, can cause boat to veer to the left or right (bow steer).

• Transfers steering torque harder to right (or less to the left).

• Improves planing speed acceleration (by moving tilt pin one hole closer to transom).

Operating “Down” circuit will actuate the “down” relay (located under engine cowl) and close
the electric motor circuit (motor will run in opposite direction of the “Up” circuit). The electric
motor will drive the pump, thus forcing automatic transmission fluid through internal pas-
sageways into the “down” side of the trim cylinder. The trim rod will move the engine down-
ward to the desired angle.
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Trailering Outboard

WARNING
Excessive engine trim angle will result in insufficient water supply to water pump
causing water pump and/or powerhead overheating damage. Make sure that water
level is above gear housing water intake holes whenever engine is running.

While operating “up” circuit, the cylinder rod will continue to tilt the outboard to a full up posi-
tion for trailering.

Tilting Outboard Up and Down Manually

WARNING
Before loosening the manual release valve, make sure all persons are clear of en-
gine as engine will drop to full “down” position when valve is loosened.

With power trim installed, the outboard can be raised or lowered manually by opening the
manual release valve 3 to 4 turns (counterclockwise).

a

a - Manual Release Valve
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Trim “In” Angle Adjustment

WARNING
Operating some boats with engine trimmed to the full “in” trim angle at planing
speed will cause undesirable and/or unsafe steering conditions. Each boat must be
water tested for handling characteristics after engine installation and after any trim
adjustments.

IMPORTANT: Some boat/motor combinations that are trimmed to the full “in” trim
angle, will not experience any undesirable and/or unsafe steering conditions during
planing speed. However, some boats with engine trimmed to the full “in” trim angle
at planing speed will cause undesirable and/or unsafe steering conditions. If these
steering conditions are experienced, adjust the left and right tilt stop pins to prevent
unsafe handling characteristics.

Water test the boat. If undesirable and/or unsafe steering conditions are experienced (boat
runs with nose down), adjust the left and right tilt stop pins in proper hole to prevent unsafe
handling characteristics.

ba

a - Left Tilt Stop Pin
b - Right Tilt Stop Pin

IMPORTANT: In order to remove the right tilt stop pin it may be necessary to remove
the upper pivot pin and pivot the tilt/trim assembly out of the clamp brackets. See
“Power Trim System Removal” to remove the upper pivot pin.
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Power Trim Flow Diagrams - Trim Up
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a - Electric Motor
b - Trim Ram
c - Impact Relief Valve
d - Shock Piston
e - Memory Piston
f - Manifold
g - Suction Seat
h - Down Pressure Operated Valve
i - Tilt Relief Actuator
j - Manual Release Valve
k - Tilt Relief Valve
l - Up Pressure Operated Valve

m - Down Circuit Feed Valve
n - Oil Pump
o - Up Circuit Feed Valve
p - Shuttle Valve
q - Down Pressure Relief Valve
r - Check Ball
s - Reservoir Oil
t - Oil Reservoir
u - Oil Fill Cap
v - Shock Return Valve
w - Filter
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Trim Up
When the trim switch is activated in the up position, the electric motor (a) begins to rotate
the pump gears (n). The oil pump draws a small amount of oil through the filter, up circuit
pick-up and past the feed valve check ball (o). The oil pump gear (n) rotation forces oil into
the passages for the up circuit. Oil, under pressure, will slide the shuttle valve (p) against
the down circuit pressure operated valve (h). The shuttle valve will mechanically open the
down pressure operated valve, allowing oil from the down cavity of the trim cylinder, to flow
into the oil pump. This returning oil, from the down cavity, will supply most of the oil required
for the up circuit. Oil in the up circuit is blocked from returning into the reservoir (t) by the
ball inside the down circuit feed valve (m). The pressure of the oil will force the up circuit
pressure operated valve (l) to open, allowing the oil to enter the passages inside the man-
ifold (f) leading to the trim cylinder up cavity. Oil is blocked from all other passages by the
closed manual tilt valve (j) and closed tilt relief valve (k). Oil under pressure will enter the
trim cylinder below the memory piston (e). With an increasing amount of oil entering the cyl-
inder, the memory piston contacts the shock piston (d) and forces the trim rod (b) up and
out, raising the outboard motor. Oil on the top of the shock piston exits through a passage
running down along the side of the cylinder and enters the manifold passages. Inside the
manifold the oil seats the ball (r) inside the suction valve (g), closing the passage into the
reservoir. The oil is drawn back into the pump (n) through the open pressure operated valve
(h) and enters the pump as supply for the up circuit.

1 - Up Pressure - 2520 PSI (17,375 kPa) Minimum

 Reservoir Oil

 Return Oil

 Oil Under Pressure
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Power Trim Flow Diagrams - Tilt Up
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a - Electric Motor
b - Trim Ram
c - Impact Relief Valve
d - Shock Piston
e - Memory Piston
f - Manifold
g - Suction Seat
h - Down Pressure Operated Valve
i - Tilt Relief Actuator
j - Manual Release Valve
k - Tilt Relief Valve
l - Up Pressure Operated Valve

m - Down Circuit Feed Valve
n - Oil Pump
o - Up Circuit Feed Valve
p - Shuttle Valve
q - Down Pressure Relief Valve
r - Check Ball
s - Reservoir Oil
t -  Oil Reservoir
u - Oil Fill Cap
v - Shock Return Valve
w - Filter
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Tilt Up
In the up mode, as the trim rod (b) extends from the cylinder, the memory piston (e) clears
or uncovers the pressure relief passage to the tilt relief actuator (i) and tilt relief valve (k).
At this point the trim rod is at its maximum trim position.  The tilt relief valve limits the pressure
and therefore travel of the piston in the up circuit.  When the engine is in forward gear and
at high engine rpm, the oil pressure in the up circuit will not overcome the force developed
by the propeller thrust.  This limits the trim range of the cylinder to the pressure setting of
the tilt relief valve (k).

High pressure oil causes the tilt relief actuator (i) to open the tilt relief valve (k).  Oil from the
pump flows over the tilt relief valve (k) and back to reservoir thriugh passages in the manifold
(f) until the “up button” is released.  As engine speed decreases, or the engine is not in for-
ward gear, less pressure is required to extend the trim rod (b) up into the trim range, so the
trim rod can be extended into the tilt range.

1 - Tilt Relief Pressure - 500 -600 PSI (3450 -4135 kPa)

 Reservoir Oil

 Return Oil

 Oil Under Pressure
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Power Trim Flow Diagrams - Maximum Tilt
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a - Electric Motor
b - Trim Ram
c - Impact Relief Valve
d - Shock Piston
e - Memory Piston
f - Manifold
g - Suction Seat
h - Down Pressure Operated Valve
i - Tilt Relief Actuator
j - Manual Release Valve
k - Tilt Relief Valve
l - Up Pressure Operated Valve

m - Down Circuit Feed Valve
n - Oil Pump
o - Up Circuit Feed Valve
p - Shuttle Valve
q - Down Pressure Relief  Valve
r - Check Ball
s - Reservoir Oil
t -  Oil Reservoir
u - Oil Fill Cap
v - Shock Return Valve
w - Filter
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Maximum Tilt
With the cylinder at maximum travel, due to no ram movement, the pressure inside of the
trim cylinder will increase to the pressure setting of the tilt relief valve (k).  Pressure forces
the tilt relief actuator (i) to move and unseat the tilt relief valve (k) allowing oil to return to
the reservoir through passages in the manifold (f).  Oil flow will continue until the “up button”
is released.

1 - Tilt Relief Pressure - 500 -600 PSI (3450 -4135 kPa)

 Reservoir Oil

 Return Oil

 Oil Under Pressure
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Power Trim Flow Diagrams - Trim Down
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a - Electric Motor
b - Trim Ram
c - Impact Relief Valve
d - Shock Piston
e - Memory Piston
f - Manifold
g - Suction Seat
h - Down Pressure Operated Valve
i - Tilt Relief Actuator
j - Manual Release Valve
k - Tilt Relief Valve
l - Up Pressure Operated Valve

m - Down Circuit Feed Valve
n - Oil Pump
o - Up Circuit Feed Valve
p - Shuttle Valve
q - Down Pressure Relief Valve
r - Check Ball
s - Reservoir Oil
t -  Oil Reservoir
u - Oil Fill Cap
v - Shock Return Valve
w - Filter
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Down Mode
When the trim switch is activated in the down position, the electric motor (a) will rotate the
pump (n) in the opposite direction and reverse the flow of oil. Oil is drawn through the filter,
past the feed check ball (m), into the down circuit oil pick-up and finally into the oil pump.
The pump feeds pressurized oil into the down passages, and slides the shuttle valve (p) into
the up circuit pressure operated valve (l). The shuttle valve will mechanically open the pres-
sure operated valve and allow oil, from the up cavity of the trim cylinder (f), to return into the
oil pump. This returning oil, from the up cavity, will supply the oil required for the down circuit.
The oil is blocked from returning into the reservoir by the ball (p) inside the up circuit feed
valve. Oil, under pressure, opens the pressure operated valve (h) and enters the down pas-
sages inside of the manifold (f). The manifold passage connects into the trim cylinder pas-
sage leading to the top of the cylinder. The cavity, inside the cylinder, above the shock piston
(d) is the down cavity. As the down cavity fills with oil, the trim ram (b) retracts into the cylin-
der, lowering the outboard motor. Oil from the up cavity exits the cylinder and is drawn back
into the pump through the open pressure operated valve (l). When the trim ram reached full
travel, the oil pressure inside the down circuit will rise until the down pressure relief valve
(q) opens, bypassing oil back into the reservoir (t). When the trim button is released, the
pump stops supplying oil, both of the pressure operated valves (h & l) will close, and if open,
the down pressure regulating valve (q) will close. The closed valves will lock the fluid on ei-
ther side of the shock piston (d), holding the outboard motor in position.

1 - Down Relief Pressure - 500 -800 PSI (3450 -5515 kPa)

 Reservoir Oil

 Return Oil

 Oil Under Pressure
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Power Trim Flow Diagrams - Shock Function Up
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a - Electric Motor
b - Trim Ram
c - Impact Relief Valve
d - Shock Piston
e - Memory Piston
f - Manifold
g - Suction Seat
h - Down Pressure Operated Valve
i - Tilt Relief Actuator
j - Manual Release Valve
k - Tilt Relief Valve
l - Up Pressure Operated Valve

m - Down Circuit Feed Valve
n - Oil Pump
o - Up Circuit Feed Valve
p - Shuttle Valve
q - Down Pressure Relief Valve
r - Check Ball
s - Reservoir Oil
t -  Oil Reservoir
u - Oil Fill Cap
v - Shock Return Valve
w - Filter
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Shock Function Up
Oil inside the down cavity is locked in a static position by the closed pressure operated valve
(h), the manual release valve (j) and the tilt relief valve (k). If the outboard strikes an under-
water object while in forward gear, the trim ram (b) will try to rapidly extend from the cylinder.
The pressure then increases inside the trim cylinder down cavity and connecting passages.
The rise in pressure will seat the check ball (r) inside the suction valve (g), preventing fluid
from returning into the reservoir. When the pressure increases to the level required, the im-
pact relief valves (c), located inside the shock piston (d), will open and allow the fluid to pass
through the shock piston. As the fluid passes through the piston, the trim ram (b) will extend
from the trim cylinder. The memory piston (e) is held in position by vacuum, created by the
oil in the up cavity being locked in a static position. Therefore; oil passing through the trim
ram piston is trapped between the memory piston (e) and shock piston (d).

1 - Impact Relief Pressure - 1565 -2000 PSI (10,790-13,790 kPa)

 Reservoir Oil

 Return Oil

 Oil Under Pressure
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Power Trim Flow Diagrams - Shock Return Function
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a - Electric Motor
b - Trim Ram
c - Impact Relief Valve
d - Shock Piston
e - Memory Piston
f - Manifold
g - Suction Seat
h - Down Pressure Operated Valve
i - Tilt Relief Actuator
j - Manual Release Valve
k - Tilt Relief Valve
l - Up Pressure Operated Valve

m - Down Circuit Feed Valve
n - Oil Pump
o - Up Circuit Feed Valve
p - Shuttle Valve
q - Down Pressure Relief Valve
r - Check Ball
s - Reservoir Oil
t -  Oil Reservoir
u - Oil Fill Cap
v - Shock Return Valve
w - Filter
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Shock Function Return
After the engine clears the under water object, the weight of the engine will increase the oil
pressure between the memory piston (e) and shock piston (d), to the level required to open
the shock return valve (v), inside the shock piston. This allows the oil to bleed back through
the shock piston into the down cavity. If required, additional oil will enter the down cavity
through the suction valve (g). This will return the engine back against the memory piston
(e) in to the original running position.

 Reservoir and Feed Oil

 Return Oil

 Oil Under Pressure
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Power Trim Flow Diagrams - Manual Tilt
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a - Electric Motor
b - Trim Ram
c - Impact Relief Valve
d - Shock Piston
e - Memory Piston
f - Manifold
g - Suction Seat
h - Down Pressure Operated Valve
i - Tilt Relief Actuator
j - Manual Release Valve
k - Tilt Relief Valve
l - Up Pressure Operated Valve

m - Down Circuit Feed Valve
n - Oil Pump
o - Up Circuit Feed Valve
p - Shuttle Valve
q - Down Pressure Relief Valve
r - Check Ball
s - Reservoir Oil
t -  Oil Reservoir
u - Oil Fill Cap
v - Shock Return Valve
w - Filter
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Manual Tilt
To manually tilt the outboard engine, the owner will need to back out the manual tilt valve
(j). With the valve backed out, the internal passages inside the manifold are connected
together. These passages connect both the cylinder down and up cavities together, along
with the reservoir (t), allowing the engine to be raised or lowered. Trim ram (b) movement
will continue until the manual tilt valve is closed, locking the fluid inside of the cylinder and
manifold.

 Reservoir and Feed Oil

 Return Oil
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Troubleshooting

Support outboard with tilt lock pin when servicing power trim system.

IMPORTANT: After debris or failed components have been found (during trouble-
shooting procedure) it is recommended that unit be disassembled completely and
ALL O-rings be replaced. Check ball valve components and castings must be
cleaned using engine cleaner and compressed air, or replaced prior to re-assembly.

IMPORTANT: Power trim system is pressurized. Outboard must be in the full “UP”
position (trim rod fully extended) prior to fill/drain plug, or manual release valve
removal.

Refer to instructions following if disassembly is required when servicing.

Follow preliminary checks before proceeding to troubleshooting flow diagrams (following).

Preliminary Checks
IMPORTANT: Operate Power Trim system after each check to see if problem has been
corrected. If problem has not been corrected proceed to next check.

1. Check that manual release valve is tightened to full right (clockwise) position.

2. Check trim pump fluid level with outboard in full “UP” position and fill if necessary. Refer
to “Bleeding Power Trim Unit”.

3. Check for external leaks in Power Trim system. Replace defective part(s) if leak is found.

4. Outboard not holding tilted position (falls down to trim position) indicates debris or defec-
tive components in trim assembly. Clean or replace components as required.
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Hydraulic System Troubleshooting Flow Chart

OUTBOARD WILL NOT HOLD TILTED POSITION
DURING REVERSE AND/OR TRAILS OUT
DURING HIGH SPEED DECELERATION

Inspect manual release valveManual release
valve and O-ring
damaged

Manual release valve and
O-rings appear to be O.K.
- Clean and reinstall
manual release valve

Trim system holds
reverse thrust:
Testing complete

Trim will not hold
reverse thrust

Replace manual re-
lease valve and O-
rings

Trim system holds
reverse thrust:
Testing complete

Remove and inspect pis-
ton rod assembly for de-
bris and/or shock ball
hang up

Shock piston appears
O.K. - Clean and reinstall
piston rod assembly

Trim system holds
reverse thrust:
Testing complete

Debris and/or shock
ball hang up identi-
fied

Replace pis-
ton rod as-
sembly

Trim system holds
reverse thrust:
Testing complete

Trim will not hold
reverse thrust

Remove PO check valve
assembly, inspect O-
rings and seals for dam-
age

Debris and/or dam-
age identified

Replace PO
check valve as-
sembly

Trim system holds
reverse thrust:
Testing complete

PO check valve appears
O.K. - Clean and reinstall
PO check valve assembly

Trim will not hold
reverse thrust

Trim system holds
reverse thrust:
Testing complete

continued on next page
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Hydraulic System Troubleshooting Flow Chart

Replace trim system

continued

Replace suction seat
assembly

Remove suction seat as-
sembly and inspect for
debris and/or damage

Debris and/or damage
identified

Trim system holds
reverse thrust:
Testing complete

Trim will not hold
reverse thrust

Suction seat assembly
appears O.K. - Clean and
reinstall suction seat as-
sembly

Trim system holds
reverse thrust:
Testing complete
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Hydraulic System Troubleshooting Flow Chart

TRIM SYSTEM LEAKS DOWN WITH
MANUAL RELEASE VALVE CLOSED

Inspect manual release valveManual release
valve and O-ring
damaged

Replace manual re-
lease valve and O-
rings

Trim system does
not leak down:
Testing complete

Trim system leaks
down

Manual release valve and O-
rings appear to be O.K. - Clean
and reinstall manual release
valve

Trim system does
not leak down:
Testing complete

Remove tilt relief valving
and inspect O-rings and
seals for debris and/or
damage

Debris and/or dam-
age identified

Replace tilt relief valving

Trim system does
not leak down:
Testing complete

Trim system leaks
down

Tilt relief valving and O-rings
appear to be O.K. - Clean and
reinstall tilt relief valving

Trim system does
not leak down:
Testing complete

Remove PO check valve
assembly, inspect O-
rings and seals for dam-
age

Debris and/or dam-
age identified

Replace PO check
valve assembly

PO check valve appears
O.K. - Clean and reinstall
PO check valve assembly

continued on next page

Trim system leaks
down

Trim system does
not leak down:
Testing complete

Trim system does
not leak down:
Testing complete
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Hydraulic System Troubleshooting Flow Chart

Replace trim system

continued

Replace memory pis-
ton and shock piston
O-rings

Inspect memory pis-
ton O-ring and cylinder
bore

Cylinder bore appears
smooth with no debris

Cylinder bore ap-
pears rough and/or
debris found in cylin-
der

Trim leaks down

Trim system does
not leak down:
Testing complete
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Troubleshooting the Power Trim Electrical System

LT.BLU/WHT

GRN/WHT

BLUE
14 BLK
RED
BLK

DN

UP

A
B

RED
RED/PUR

DN

UP

LT. GRN/WHT

LT. BLU/WHT

RED

GRN/WHT

BLU/WHT

DN

UP

GRN/WHT

BLU/WHT

Trim Switch
(Remote Control
Mounted)

Trim Switch
(Panel Mounted)

Fuse Holder

Solenoid

Fuse Holder

Down Relay

Up Relay

Cowl Switch

RED

GRN/WHT or GRN

BLU/WHT or PUR

GRN
14 BLK
RED
BLK

+–

Battery

LT. GRN/WHT

LT. BLU/WHT

Trim Pump Motor

RED/PUR

Starter Screw

Remote Control

2

4 1

3
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Troubleshooting the Power Trim Electrical System
Refer to wiring diagram on preceding page for location of wire connections.

Problem Possible Cause Remedy

Trim Switch “UP” is inopera-
tive, but the Cowl Switch
“UP” does operate.

1. Open wire between Wire Connection (1)
and Trim Switch.
2. Faulty Trim Switch.

1. Check for a open connection or cut
wire.
2. Replace

Cowl Switch “UP” is inopera-
tive, but the Trim Switch “UP”
does operate.

1. Open wire between Wire Connection (2)
and Solenoid.
2. Faulty Cowl Switch.

1. Check for a open connection or cut
wire.
2. Replace

Trim Switch “UP” and Cowl
Switch “UP” are both inop-
erative.

1. Open wire between Wire Connection (1)
and the Up Relay
2. Open BLK wire between ground and UP
Relay.
3. Open RED wire between Solenoid and
Up Relay
4. Faulty Up Relay.

1. Check for an open connection.

2. Check for an open connection.

3. Check for an open connection.

4. Replace

Trim Switch “DOWN” is inop-
erative, but the Cowl Switch
“DOWN” does operate.

1. Open wire between Wire Connection (3)
and Trim Switch.
2. Faulty Trim Switch.

1. Check for a open connection or cut
wire.
2. Replace

Cowl Switch “DOWN” is inop-
erative, but the Trim Switch
“DOWN” does operate.

1. Open wire between Wire Connection (2)
and Solenoid.
2. Faulty Cowl Switch.

1. Check for a open connection or cut
wire.
2. Replace

Trim Switch “DOWN” and
Cowl Switch “DOWN” are
both inoperative.

1. Open wire between Wire Connection (3)
and the Up Relay.
2. Open BLK wire between ground and
Down Relay.
3. Open RED wire between Solenoid and
Down Relay.
4. Faulty Down Relay.

1. Check for an open connection.

2. Check for an open connection.

3. Check for an open connection.

4. Replace

Trim Switch “UP” and
“DOWN” are both inopera-
tive, but the Cowl Switch
does operate.

1. 20 AMP Fuse blown.
2. Faulty trim switch.
3. Wire is open between fuse holder and
solenoid.
4. Wire is open between fuse holder and
trim switch.

1. Replace fuse. Locate the cause of
the blown fuse. Check electrical wiring
for a shorted circuit.
2. Replace
3. Check for a open connection or cut
wire.
4. Check for a loose or corroded con-
nection.

Trim Switch and Cowl Switch
are both inoperative.

1. One of the Trim Pump Motor wires is
open between the motor and the Relays.
2. Faulty trim pump motor.

1. Check wire connections (4) for loose
or corroded condition.
2. If voltage is present at connections
(4) when the appropriate trim button is
pressed, the motor is faulty. Replace
motor.

Trim system operates (motor
runs) without pressing the
switches.

1. The Trim or Cowl switch is shorted. 1. Replace



POWER TRIM

90-854785R2   DECEMBER  2001 Page 5B-33

Power Trim System Removal

1. Tilt outboard to the full up position and support with tilt lock pin.

a

a - Tilt Lock Pin

2. Disconnect the power trim wire harness and remove clamps.

a

a - Power Trim Wire Harness Clamps
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3. Remove the trilobe pin.

4. Drive out the upper pivot pin.

a

b

a

b

a - Trilobe Pin
b - Upper Pivot Pin

5. Remove the sacrificial anode.

a

a - Sacrificial Anode
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6. Remove nuts and washers securing the lower pivot pin. Remove lower pivot pin. Retain
the pivot pin bushings from the clamp brackets and trim unit.

7. Remove the trim unit.
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Testing Power Trim System With Test Gauge Kit (91-52915A6)
IMPORTANT: This test will not locate problems in the trim system. The test will show
if the system is correct after a repair. If minimum pressures are not obtainable, the
trim system requires additional repair.

“UP” Pressure Check
IMPORTANT: Insure battery is fully charged before performing tests.

1. Tilt outboard to full “Up” position and engage tilt lock lever.

2. Slowly remove “Fill” plug to bleed pressure from reservoir.

3. Remove circlip securing manual release valve and unscrew release valve from trim as-
sembly.

NOTE: A small amount of trim fluid may drip from manual release valve hole. Place a suit-
able container under trim assembly to collect any leakage.

NOTE: Assemble test adaptor by using O-ring installation tool to position small O-ring onto
adaptor 1st, then install medium O-ring and lastly large O-ring. Thread brass fitting into test
adaptor securely using teflon tape on threads.

54457

g

a bcdef

g

a - Test Adaptor (91-822778A2)
b - O-ring Installation Tool
c - Small O-ring (Install 1st)
d - Medium O-ring (Install 2nd)
e - Large O-ring (Install Last)
f - Brass Fitting
g - Apply Teflon Tape

4. Install test adaptor 91-822778A2 into manual release valve hole.

a

a - Test Adaptor (91-822778A2)
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5. Thread hose from Test Gauge Kit (91-52915A6) into brass fitting on adaptor.

54459

a

b

d

e

c

a - Brass Fitting
b - Test Gauge Assembly
c - Tilt Pin or Hardened Bolt and Nut (Position in Hole Shown)
d - Hose
e - Hose (Not Used)

6. Reinstall fill plug.

7. Run trim “UP”.

8. Disengage tilt lock lever.
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CAUTION
Failure to install spare tilt pin (or hardened bolts and nuts) in hole shown could re-
sult in transom bracket failure and possible injury.

9. Move outboard “IN” until hole in swivel bracket “ear” aligns with the 3rd tilt hole in tran-
som bracket. Lock engine in trim range by installing a 3/8 in. (9.5 mm) diameter tilt pin
or two 3/8 in. (9.5 mm) hardened bolts and nuts through the transom brackets and swivel
bracket in the hole shown.

a

a - Tilt Pin Hole (Install Spare Tilt Pin or Hardened Bolts and Nuts)

10. Open valve (a) and close valve (b).

51374

a ba b

11. Run trim “UP”. The minimum pressure should be 2520 P.S.I. (17,375 kPa).

12. Run trim “DOWN” to release pressure and remove spare tilt pin or bolts and nuts.

13. Tilt outboard full “UP” and engage tilt lock lever.

14. Slowly remove “Fill” plug to bleed pressure.

15. Remove test gauge hose and adapter.

16. Reinstall Manual Release Valve and secure valve with circlip.

17. Retighten “Fill” plug.

NOTE: If pressure is less than 2520 PSI (17,375 kPa), troubleshoot system per instructions
on Pages 2B-26 to 32.



POWER TRIM

90-854785R2   DECEMBER  2001 Page 5B-39

“DOWN” Pressure Check
IMPORTANT: Insure battery is fully charged before performing tests.

1. Tilt outboard to full “Up” position and engage tilt lock lever.

2. Slowly remove “Fill” plug to bleed pressure from reservoir.

3. Remove circlip securing manual release valve and unscrew release valve from trim as-
sembly.

NOTE: A small amount of trim fluid may drip from manual release valve hole. Place a suit-
able container under trim assembly to collect any leakage.

NOTE: Assemble test adaptor by using O-ring installation tool to position small O-ring onto
adaptor 1st, then install medium O-ring and lastly large O-ring. Thread brass fitting into test
adaptor securely using teflon tape on threads.

54457

3

f a e d c b

g

a - Test Adaptor (91-822778A3)
b - O-ring Installation Tool
c - Small O-ring (Install 1st)
d - Medium O-ring (Install 2nd)
e - Large O-ring (Install Last)
f - Brass Fitting
g - Apply Teflon Tape

4. Install test adaptor 91-822778A3 into manual release valve hole.

a

a - Test Adaptor (91-822778A3)
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5. Thread hose from Test Gauge Kit (91-52915A6) into brass fitting on adaptor.

e

b

d

f

g
b

d

e

f

g

c

a

a - Brass Fitting
b - Test Gauge Assembly
c - Tilt Pin or Hardened Bolt and Nut (Position in Hole Shown)
d - Hose
e - Hose (Not Used)
f - OPEN Valve
g - CLOSE Valve

6. Reinstall fill plug.

7. Run trim “UP”.

8. Disengage tilt lock lever.

9. Open valve (f) and close valve (g).

10. Run trim “DOWN”. Minimum pressure should be 500 P.S.I. (3450 kPa).

11. Tilt outboard full “UP” and engage tilt lock lever.

12. Slowly remove “Fill” plug to bleed pressure.

13. Remove test gauge hose and adaptor.

14. Reinstall manual release valve and secure valve with circlip.

15. Retighten “Fill” plug.

NOTE: If pressure is less than 500 PSI (3450 kPa), troubleshoot system per instructions on
Pages 2B-26 to 32.
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Disassembly

Shock Rod Removal
IMPORTANT: Power trim system is pressurized. Outboard must be in the full “UP”
position (trim rod fully extended) prior to fill/drain plug, or manual release valve
removal.

1. Remove reservoir cap.

2. Remove manual release valve assembly.

a

b

a - Reservoir Cap
b - Manual Release Valve

3. Drain power trim fluid as shown.

4. Secure power trim assembly in a soft jaw vise.

5. Unscrew end cap assembly from cylinder using spanner wrench 91-74951.
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6. Remove shock rod assembly from cylinder.

Shock Rod Disassembly

NOTE: The only serviceable items on the shock rod assembly are the o-rings and wiper ring.
If shock rod requires any other repair, replace shock rod assembly.

a

c

d

b

c

c

c

a - End Cap
b - Shock Piston
c - O-ring
d - Wiper Ring

1. Place shock rod assembly on clean work surface.

2. Remove screw from end of shock rod.

a

a - Screw
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3. Remove check ball components from shock rod piston.

4. Remove O-ring from shock rod piston.

51147

b

d

c

a

a - Spring (5)
b - Seat (5)
c - Ball (5)
d - O-ring

CAUTION
When removing shock piston, spanner wrench must have 1/4 in. x 5/16 in. long pegs
to avoid damage to shock piston.

5. Place shock rod into soft jawed vise and apply heat to loosen piston using torch lamp
(P/N 91-63209).

6. Loosen shock rod piston using spanner wrench [1/4 in. x 5/16 in. (6.4mm x 8mm) long
pegs].

7. Allow shock rod piston to cool. Remove from shock rod.

51146

a

b

a - Spanner Wrench
b - Shock Rod Piston
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8. Inspect check valve for debris; clean debris from check valve if found. If debris cannot
be cleaned from check valve, replace shock piston as an assembly.

9. Clean shock and components with compressed air.

10. Remove inner o-ring from shock rod piston.

51199

a

b

a - Shock Piston
b - O-ring

11. Remove cylinder end cap assembly from shock rod.

12. Inspect shock. If wiper (located in cap) has failed to keep rod clean, replace wiper.

13. Place end cap on clean work surface.

14. Remove rod wiper, inner O-ring, and outer O-ring.

51145

a

b c

a - Rod Wiper
b - Inner O-ring
c - Outer O-ring
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Memory Piston Removal
1. Remove memory piston from cylinder using one of two methods:

a. Using lock ring pliers (Craftsman P/N 4735) or suitable tool.

b. Blow compressed air into manual release valve hole using adaptor (P/N 91-822778A3).

WARNING
Memory piston cup may be expelled at a high velocity when air pressure is applied.
Failure to place cylinder as shown below could result in personal injury.

NOTE: Point cylinder opening down and away. Use a shop rag or towel to avoid damage
to the memory piston.

a

b

c

d

a - Adaptor
b - Air Hose
c - Memory Piston Exit
d - Shop Rag
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2. Remove o-ring from memory piston.

a

a - O-ring

Trim Motor Removal
1. Secure power trim assembly in soft jawed vise.

2. Remove screws securing trim motor to manifold.

3. Remove motor assembly.

a

b

a - Trim Motor
b - Screw (4)
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Oil Pump Removal
1. Remove oil filter and pump from manifold.

IMPORTANT: DO NOT disassemble the oil pump. The pump is not serviceable.

d

b

a

c
f

e

a - Screw (2)
b - Oil Pump
c - Spring
d - Filter
e - O-Ring
f - Down Relief Ball
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Tilt Relief Valve Removal
NOTE: The following procedures requires the use of a Snap-On blind hole removal tool
#CG-41-11 with 5/16” attachment #41-12. Or a removal tool can be fabricated with the mate-
rial and specifications listed below.

4 1/2”

3 1/4”

1/4”

a

a - Removal Tool made from .060 Stainless Steel Rod

1. Unscrew plug from manifold and remove spring and poppet assembly.

NOTE: Do not lose shim that may be lodged in the plug.

2. Use the removal tool and pull out the pilot valve.

a

c

b
b

b

d
e

f g
h

b

a - Tilt Relief Valve Assembly
b - O-Rings
c - Actuator Pin
d - Pilot Valve
e - Poppet Assembly
f - Spring
g - Shim
h - Plug
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IMPORTANT: Inspect poppet assembly for debris in the area shown. If debris is found
on poppet replace poppet.

a

b

a - Debris Under Valve Tip
b - Rubber Seat

Suction Seat Removal
1. Unscrew plug from manifold and remove ball.

2. Use a pin punch and knock the filter and suction seat out from the inside of the manifold
cavity.

CAUTION
DO NOT use any tool on the suction seat as any damage to the surface will not allow
the ball to seat.

a

b

c

d

a - Filter
b - Suction Seat
c - Ball
d - Plug
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Pilot Check Valve Assembly Removal
1. Unscrew both plugs.

2. Remove both springs and poppets.

3. Use the (.060 wire) removal tool (see previous page) and push out the spool and one
seat.

4. From opposite side, use a punch and push out the remaining seat.

d
a b

e

ab

c

cd

a - Plug (2)
b - Spring (2)
c - Poppet Assembly (2)
d - Seat (2)
e - Spool (1)
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IMPORTANT: Inspect poppet assemblies for debris in the area shown. If debris is
found on poppets replace poppets.

a

b

a - Debris Under Valve Tip
b - Rubber Seat

Cleaning/Inspection/Repair

IMPORTANT: Components must be dirt and lint free. Slightest amount of debris in
Power Trim system could cause system to malfunction.

Clean shock rod and components with parts cleaner and dry with compressed air.

It is recommended that all O-rings in trim system be replaced. Use O-Ring Kit 25-827668A1.

Lubricate all O-rings with power trim fluid.

Trim Motor Electrical Tests
1. Connect a 12 volt supply to motor leads. If motor fails to run, replace trim motor.

IMPORTANT: Trim Motor is not serviceable. If motor fails to run, replace motor assem-
bly.
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Reassembly
O-Ring and Seal Placement

O-Rings and Seals are part of O-Ring Kit 25-827668A1. Lubricate O Rings with power trim fluid.

r

n

j

v

i

w

g

f

e

s

w
h

i

l

c

d

a

w
b

t
u

h

k

r

m

q

p

o
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O-Ring and Seal Placement

O-Ring Description O-Ring I.D. O-Ring O.D. O-Ring Width

a Actuator Pin 0.07 in. (1.78 mm) 0.21 in. (5.33 mm) 0.07 in. (1.78 mm)

b Tilt Relief Cartridge 0.239 in. (6.07 mm) 0.379 in. (9.63 mm) 0.07 in. (1.78 mm)

c Tilt Relief Cartridge 0.301 in. (7.65 mm) 0.441 in. (11.20 mm) 0.07 in. (1.78 mm)

d Tilt Relief Plug 0.359 in. (9.12 mm) 0.565 in. (14.35 mm) 0.139 in. (3.53
mm)

e Suction Seat 0.301 in. (7.65 mm) 0.441 in. (11.20 mm) 0.07 in. (1.78 mm)

f Suction Seat Plug 0.487 in. (12.37 mm) 0.693 in. (17.60 mm) 0.103 in. (2.62
mm)

g Spool 0.239 in. (6.07 mm) 0.379 in. (9.63 mm) 0.07 in. (1.78 mm)

h P. O. Check Seat 0.364 in. (9.25 mm) 0.504 in. (12.80 mm) 0.07 in. (1.78 mm)

i P. O. Check Plug 0.489 in. (12.42 mm) 0.629 in. (15.98 mm) 0.07 in. (1.78 mm)

j Pump Ports 0.145 in. (3.68 mm) 0.285 in. (7.24mm) 0.07 in. (1.78 mm)

k Pump Filter O-ring, Pump Filter - Square Cut

l Reservoir/Motor 2.614 in. (66.40 mm) 2.754 in. (70.0 mm) 0.07 in. (1.78 mm)

m Memory Piston 1.037 in. (26.34 mm) 1.457 in. (37.0 mm) 0.21 in. (5.33 mm)

n Piston Screw 0.364 in. (9.25 mm) 0.504 in. (12.80 mm) 0.07 in. (1.78 mm)

o Shock Piston 1.171 in. (29.74 mm) 1.449 in. (36.80 mm) 0.139 in. (3.53
mm)

p Cylinder Cap 1.364 in. (34.65 mm) 1.50 in. (38.10 mm) 0.07 in. (1.78 mm)

q Wiper Ring

r Cylinder Cap - Inner 0.546 in. (13.87 mm) 0.752 in. (19.10 mm) 0.139 in. (3.53
mm)

s Manual Release Valve 0.239 in. (6.07 mm) 0.379 in. (9.63 mm) 0.07 in. (1.78 mm)

t Manual Release Valve 0.176 in. (4.47 mm) 0.316 in. (8.03 mm) 0.07 in. (1.78 mm)

u Manual Release Valve 0.114 in. (2.90 mm) 0.254 in. (6.45 mm) 0.07 in. (1.78 mm)

v Reservoir Plug 0.426 in. (10.82 mm) 0.566 in. (14.38 mm) 0.07 in. (1.78 mm)

w Check Valve

O.D. I.D.

Cutaway View of O-Ring
Width
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Power Trim Reassembly

IMPORTANT: Lubricate all O-rings with Power Trim & Steering Fluid . If not available,
use automotive (ATF) automatic transmission fluid.

Tilt Relief Valve Reassembly
1. Lubricate O-rings with power trim fluid.

2. Place actuator pin into pilot valve.

3. Install and seat the pilot valve into manifold. Seat the pilot valve using a 9/32″ or 7 mm
socket on OUTSIDE diameter of the pilot valve.

IMPORTANT: The pilot valve must be seated using a suitable mandrel on the OUT-
SIDE diameter.

4. Install poppet, spring, shim (if used) and plug. Tighten plug to the specified torque.

a

b

c

b b b

d
e

f g
h

a - Tilt Relief Valve Assembly
b - O-Rings
c - Actuator Pin
d - Pilot Valve
e - Poppet Assembly
f - Spring
g - Shim
h - Plug

Plug Torque

120 lb. in. (13.5 N·m)
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Suction Seat Reassembly
1. Lubricate O-rings with power trim fluid.

2. Install filter and suction seat using a 9/32” or 7 mm socket on OUTSIDE diameter of suc-
tion seat.

3. Install ball and plug. Tighten plug to the specified torque.

a

b

c

d

a - Filter
b - Suction Seat
c - Ball
d - Plug - Torque to 120 lb. in. (13.5 N⋅m)

Plug Torque

120 lb. in. (13.5 N·m)
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Pilot Check Valve Reassembly
1. Lubricate O-rings with power trim fluid.

2. Install one of the seats into manifold. Push the seat into place using a 9/32” or 7 mm
socket on the OUTSIDE diameter of the seat.

3. Install corresponding poppet, spring and plug.

4. From the opposite side of the manifold, install spool and the other seat. Push the seat
into place using a 9/32” or 7 mm socket on OUTSIDE diameter of seat.

5. Install remaining poppet, spring and plug. Tighten plugs to the specified torque.

a

b

c

d

e

a

b

c

d

a - Plug (2) - Torque to 120 lb. in. (13.5 N⋅m)
b - Spring (2)
c - Poppet (2)
d - Seat (2)
e - Spool

Plug Torque

120 lb. in. (13.5 N·m)
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Oil Pump Reassembly
1. Install the down relief ball and spring into manifold.

2. Check to see that O-rings are placed on bottom of pump.

3. Place O-ring (square cut) on filter.

4. Place filter over the oil pump.

5. Install oil pump with two (2) screws. Tighten screws to the specified torque.

a

b

g

c

d

e

f

a - Screws (2)
b - Oil Pump
c - O-ring
d - Filter

e - Spring
f - Down Relief Ball
g - Pump O-Ring (2)

Oil Pump Screw Torque

70 lb. in. (8 N·m)
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Trim Motor Reassembly
1. Align coupler between oil pump and motor.

2. Install trim motor and secure with four (4) screws. Tighten screws to the specified torque.

a

b

c

e

d

f

a - Coupler
b - O-ring
c - Trim Pump Motor
d - Ground Strap
e - Lock Washer (1)
f - Screws (4) - Torque to 80 lb. in. (9.0 N⋅m)
g - Torque to 70 lb. in. (7.9 N⋅m)

Trim Motor Screw Torque

80 lb. in. (9 N·m)
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Shock Rod Reassembly
1. Install lubricated o-rings to end cap.

2. Install rod wiper.

51145

a

b
c

a - Rod Wiper
b - Inner O-ring
c - Outer O-ring

3. Install lubricated o-rings to shock piston.

51199

a

b

c

a - Shock Piston
b - O-ring
c - O-ring
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4. Clamp shock rod in soft jawed vise.

5. Position cylinder end cap onto rod as shown.

51146

CAUTION
When installing shock rod piston, spanner wrench must have1/4 in. x 5/16 in.
(6.4mm x8mm) long pegs to avoid damage to shock rod piston.

6. Apply Loctite 271 Thread Locker to threads on shock rod.

7. Install shock rod piston.

8. Tighten shock rod piston securely using spanner wrench (1/4 in. x 5/16 in. long pegs).
If a torquing type spanner tool is used to tighten shock piston, then tighten to the speci-
fied torque.

51146

a

b

a - Shock Rod Piston - Torque to 90 lb. ft. (122 N⋅m)
b - Spanner Wrench

Shock Rod Piston Torque

90 lb. ft. (122 N·m)
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9. Remove shock rod assembly from vise.

10. Install ball, seat, and spring (five sets) to shock rod piston.

51147

c
b

a

a - Spring (5)
b - Seat (5)
c - Ball (5)

11. Secure components with shock piston screw. Tighten screw to the specified torque.

a

a - Screw

Shock Rod Screw Torque

45 lb. ft. (61 N·m)
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Shock Rod Installation
1. Place trim cylinder in soft jawed vice.

2. Install lubricated O-ring to memory piston and place into cylinder. Push memory piston
all the way to bottom.

a

b

a - Memory Piston
b - O-ring

3. Fill cylinder three inches (76.2mm) from top of cylinder using Power Trim and Steering
Fluid. If not available, use automotive (ATF) automatic transmission fluid.

4. Install shock rod into cylinder until power trim fluid flows through oil blow off ball passage.
Fill remaining cylinder to just below the cylinder threads.

a

a - Oil Blow Off Ball Passage

CAUTION
End cap must not make contact with shock rod piston when tightening. Shock rod
piston must be positioned in cylinder deep enough to avoid contact.

5. Tighten end cap securely using spanner wrench [3/16 in. x 5/16 in. (4.8mm x 8mm) long
pegs]. If a torquing type spanner tool is used to tighten end cap, then tighten to the speci-
fied torque.

Cylinder End Cap Torque

45 lb. ft. (61 N·m)



POWER TRIM

90-854785R2   DECEMBER  2001 Page 5B-63

Manual Release Valve Installation
1. Install “E” clip (if removed) and lubricate O-rings with power trim fluid.

2. Insert manual release valve into manifold and tighten securely.

Bleeding Power Trim Unit
1. Secure power trim unit in soft jawed vise.

2. Remove reservoir plug. Add power trim fluid until its even with the bottom of the fill hole.
Reinstall plug.

3. Close the manual release valve. (Turn full clockwise.)

a

a - Reservoir Plug

4. Connect the positive lead to (blue) trim motor wire and negative lead to (green) trim mo-
tor wire and drive shock rod to the up position.

5. Using a 12 volt power supply, connect the positive lead to the (green) trim motor wire,
and the negative lead to the (blue) trim motor wire and drive the shock rod to the down
position.

6. Recheck fluid level with rod fully extended, add fluid if required and repeat cycle until
fluid level stays even with the bottom of the fill hole.
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Power Trim System Installation

1. Lubricate lower pivot pin, mounting holes and bushings with 2-4-C Marine Lubricant with
Teflon.

2. Install lower pivot pin bushings into the clamp brackets and trim unit.

a

b

2-4-C Marine Lubricant with Teflon95

95

a - Bushing (2) Install into each Clamp Bracket
b - Bushing (2) Install into each side of Trim Unit

3. Install lower pivot pin. Secure with flat washers and nuts. Tighten nuts to specified
torque.

a

b

95 2-4-C Marine Lubricant with Teflon

95

a - Lower Pivot Pin
b - Nut (2)

Lower Pivot Pin Nut Torque

18 lb. ft. (24.5 N·m)
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4. Install sacrificial anode to clamp brackets. Fasten ground strap between anode and
clamp bracket.

a

b

a - Ground Wire
b - Sacrificial Anode

5. Lubricate the upper pivot pin and mounting holes with 2-4-C Marine Lubricant with Teflon.

6. Fasten shock rod with the upper pivot pin.

NOTE: Pivot pin should be installed with grooved end inserted first.

2-4-C Marine Lubricant with Teflon

95

95
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7. Secure upper pivot pin with trilobe pin. Press trilobe pin in until its fully seated.

a

a - Trilobe Pin

8. Re-connect trim wire harness leads (see wiring diagram Section 2D for proper connections).

9. Recheck fluid level (tilt/trim rod fully extended).

10. Route wire harness through clamp bracket and cowling.

11. Secure wire harness with clamps as shown.
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